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Slimgot breaks with all the traditional paradigms of linear luminaires. This fixture can be configured in matte black and matte white finishes in length of 48 and
60 inches. Winner of the award for best design of the Red Dot product 2014, Slimgot, with its geometry and minimalist look, offers a unique and exclusive simplicity.

SLIMGOT120-W-30 (Illustrated)
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SPECIFICATIONS
COLOR 
TEMPERATURE

3,000K

CRI 80 +

LED MODULE Phillips Fortimo

VOLTAGE 120V-277V Line Voltage

PERFORMANCE
120: 21W - 2,500 lumens 
150: 26W - 3,145 lumens 
ies file available on www.contrastlighting.com

LIFESPAN 50,000 hours

CANOPY Painted aluminum and Steel: Matte White (W) or Matte Black (B)

LAMPSHADE 
MATERIAL

Painted aluminum: Matte White (W) or Matte Black (B)

LENS PMMA (Polymethyl Methacrylate)

CABLE Mounting Cables offered in 79" (2 000 mm) standard size.

MOUNTING This canopy adapts to 4" (102 mm) junction box.

DIMMING 

120: ELV, 0-10V 
150: ELV, 0-10V
We invite you to consult frequently our Web site to find our  
suggested compatible dimmers (ELV) list: 
www.contrastlighting.com

CERTIFICATION cULus E357146 Certification for damp locations

WARRANTY 2 years

Only available in the Americas.
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SLIMGOT CODIFICATION EXAMPLE
S L I M G O T 1 2 0 - W - 3 0

MODEL

ORDERING CODE for Slimgot

MODEL SIZE LAMPSHADE 
COLOR

COLOR  
TEMPERATURE

SLIMGOT - - 30

SLIMGOT 120
150

W
B

Matte White
Matte Black

30 3,000K

SIZE

LAMPSHADE 
COLOR

COLOR  
TEMPERATURE
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